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Product Information 

MD55
Professional Audio 

Description  
Vicoustic's MD55 panel is an easy-to-install, cost-effective solution for any kind of room 
requiring acoustic absorption treatment. The panel is extremely versatile, offering a 
precise combination of absorption and diffusion. 
Suitable for use in both small and large spaces, MD55 panels can either be used in a 
pattern, or as single units. 

Features  
• High acoustic performance 

• Easy to install 

• Versatile 

• Can be used in patterns 

• Affordable 

Performance 

   

Available Finishes  
• N/A 

Dimensions* 
300 x 300 x 55mm / 11.8’’ x 11,8’’ x 2.2’’ 

* For each panel. Please notice that the dimensions of 
these panels have a tolerance of +/- 3mm 

Packing Information 
Units per box: 64 (Super Kit MD55) 
       32 (Super Kit MD55 Light) 
Box:630x630x620mm / 24.8’’x24.8’’x24.4’’ (SKMD55) 
          620 X 620 X 335mm / 24.4’’ x 24.4’’ x 
13.2’’  (SKMD55 Light) 
Box Gross Weight: 7.5kg / 16.53ls  
                                         4,4kg / 9.7lbs 

Technical Information 
Material: Polyurethane Foam 

Fire Rating:  
• Europe: Euroclass F 

Installation: Flexi Glue Ultra 

More information: 
www.vicoustic.com/products/flexia50
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